Frog Inspection Report/ Semi- Annual

Mainline 1 2 @

)

a WO# laa GT0)L
_dte_ (=~20- |7 Inspection Crew | N \,U BE:/RM

1. Location:
2. Switch ID# =
3. Facing Y Trailing

Flagman

44. Frog Tread N gv R
R Y R

45. Frog Number #__ b
46. Frog Point Condition

Qv R
47. Condition of Frog

Y R

48. Surface of Frog

® v R
49. Throat in Inches 3 ‘}/8
50. Flangeway Depth T

Flangeway Depth must not be less than 1/2°

’

(age N
L. Main Track St e,

52. Turnout Track iy ™ ?/.u..

Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage N_ 9% 3“".1-R sy 95 N/A
Guard Rail Gage must be less than 54 3/8"
54, Backtoback N_Sv YRS % N/A
Back to Back must be less than 53 1/8”
55. Condition

©vy R

56. Location of Guard Rail ( Relation to Point)
[SDY R
Guard Rail Clamps
57. Main Track
Y R N/A

58. Turnout Track
®@vr N/A

Class 1 Gage 56” to 57 %"
More than 57 1/2 “ Out of Service

8S 3 Gage 56" to 57"
wiore than 57” to 57 4” downgrade to

Class 2 and getsa Y

Remarks on page 3

Turnout Ties
59. Conditions
Y R
60. Rail Movement
OREE:

Tie Plates
61. Lead
® Y R
62. Guard Rail Flangeway
vy RN 1R 1 %
Guard Rail Flangeway cannot be less 1 %"
63. Guard Rail Plates

3 v R
64. Frog Plates

OV
Bolts
65. Loose o N/A
66. Missing D N/A
Rivets
67. Loose o N/A
68. Missing o N/A

69. Nuts Missing o N/A
70. Cotter Pins Missing __._Q.__,.N/A
71. WashersQ@&8roken Missing
72. Hold Down Devices
Y R N/A
73. Spring Housing

S Y R icZD
74. Derails

S Y R
75. Maximum%zrence inany 31" in Cross Level on
the siding from the Frog Point to 50” beyond last
long tie
Difference
76. Condition of Line thru entire turnout

@YR



‘'?

Remarks

Switch # : Tl Dpate b-30-t5 WOo# 1936701

_ LERvS 1y Swierce

3-9¢

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: ' Date:




Remarks

S\%/itch # .13 Date (5 =30-)y) WO # 293 G704

Leaves 07 Switn

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rutes are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: Date:




Switch Inspection Report/ Semi- Annual

Mainli 3 2 Yard
ainline m

WOH _ 2.93702

vate (=30 177 Inspection Crew | SCHISLER UJ BE&/&MT
1. Location:

2. Switch ID#

3. Facing Y Trailing Flagman

Rail Points

4. PointtoPoint S| Ve

5. Point Condition

Ay R

6. Point Throw Nothing less than 4” or greater than

5” Min 3 % “on house top point protector
N A% R Q'
7. Point opening
N 4% R 43lg
8. Fit
@Y R
9. General Condition of the paints

@Y R
Gage
10. Heel of Switch
a. Main SL Y

} b, Turnout S M

11. Gage ahead of Bend &% ,’/!
Must not be less than 56” or more than 57" for “S”

12. Heel Spread in Inches

a. Main__ (‘4
b. Turmout__ (g Y4
Stock Rail
13. Bend =S

14. Condition =9

Bolts
15. Loose O N/A
16. Missing © N/A
Rivets
17. Loose o N/A

18. Missing (@) N/A
19. Cotter Pins Missing ) N/A
20. Jam Nuts Loose 0 N/A
21. Washers @ Broken Missing_
22. Standard Joints
Y R N/A
. Switch Plates
Y R N/A
24. Adjustable Braces
@ Y R N/A

Remarks on Page 3

25. Non-Adjustable
SY R

Switch Rods

26. Front Rod
v R nN/A
27. #1 Rod (Basket Rod)
@Y R N/A
28. #2 Rod
(DY R N/A
29. #3 Rod
s v R (N
30. #4 Rod
S YR
31. Closure Rail
Y R N/A
32. Surface Rail
Gy R N/A
Using a 62" Cord
S= Up to 1” Max allowed Speed
Y=1"to 14" Max allowed 1 1/2 “ 40 MPH
R=11/2"TO %" 12 MPH Greater than 1 %" Out
of Service
33. Head Block Ties

Ov R

34, Switch Adjustment

Yes (o)

35. Lubrication
oK Q@D
36. Switch Target/ Lamps
0K Missing @»
37. Latches
@ Missing N/A
38. Locks
Missing N/A
39. General Condition
Y R
40. Insulated Joints

@V R



Frog Inspection Report/ Semi- Annual

WOo¥_ 293 670L

Mainline 1 2 @
\\ —
/
_ate_@=30-17 __ Inspection Crew_| _ OCW\SUER. \U BE:/HMT’
1. Location:
2. Switch ID# 2
3. Facing o Trailing

Flagman

44. Frog Tread N gv R
R Y R

45. Frog Number #t &
46. Frog Point Condition

®YR
47. Condition of Frog

Y R

48. Surface of Frog

® v r
49. Throatin Inches 3 5/8
50. Flangeway Depth (=

Flangeway Depth must not be less than 1/2"

Rage S
L. Main Track YA/
52. Turnout Track 5 le ?/.u,

Gage must not be less than 56" for any Class

Guard Rails
53. Guard Rail Gage N_ % 3’#R sy 7y N/A
Guard Rail Gage must be less than 54 3/8"
54, Backtoback N St 4RSS % n/A
Back to Back must be less than 53 1/8”
55. Condition

®vy r

56. Location of Guard Rall { Relation to Point)
{S)Y R
Guard Rail Clamps
57. Main Track
@ Y R N/A
58. Turnout Track
@vr N/A

Class 1 Gage 56" to 57 %"
More than 57 1/2 “ Out of Service

'ss 3 Gage 56" to 57"
wiore than 57”7 to 57 %” downgrade to

Class 2 and getsa Y

Remarks on page 3

Turnout Ties
59. Conditions

Y R
60. Rail Movement
Y R
Tie Plates
61. Lead
o Y R

62. Guard Rail Flangeway
v RN 1 7er I B
Guard Rail Flangeway cannot be less 1 %"
63. Guard Rail Plates

A v R
64, Frog Plates

® v "
Bolts
65. Loose o N/A
66. Missing (@) N/A
Rivets
67. Loose o N/A
68. Missing o N/A

69. Nuts Missing o N/A
70. Cotter Pins Missing __ & N/A

71. Washers@?&roken Missing
72. Hold Down Devices

Y R N/A
73. Spring Housing

S Y R TZE_D
74. Derails

S Y R
75. Maximumg%g'rence inany 31" in Cross Level on
the siding from the Frog Point to 50" beyond last
long tie
Difference
76. Condition of Line thru entire turnout

@YR



Remarks

Switch # . Tl  Dpate G-30-t3 WO # 1936701

_ Lepvs iy SwercH

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: Date:



Switch Inspection Report/ Semi- Annual

wWo# 1934700

Mainline il 2 @

uuée -30-17 Inspection Crew 1 ScHisLer w BRyaNT

Flagman

1. Location:

2. Switch ID#@Z 2-

3. Facing _ X Trailing
Rail Points

4. Point to Point 5[113.

5. Point Condition
v r

6. Point Throw Nothing less than 4” or greater than

5” Min 3 %2 “on house top point protector
N_ 4% R 4‘p
7. Point opening

N 4% r afy

8. Fit
Pyr

9. General Condition of the points
OYR

Gage
10. Heel of Switch
a. Main 8§67+

b. Turnout _5_6__5)@
11. Gage ahead of Bend_____{h_‘_fz_
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches

a. Main % _
b. Turnout_ GY
Stock Rail
13. Bend =S

14. Condition=9

Bolts
15. Loose_ o N/A
16. Missing____ @ N/A

Rivets
17. Loose o N/A
18. Missing o N/A
19. Cotter Pins Missing ® N/A
20. Jam Nuts Loose [} N/A
21. Washers QR Broken_____ Missing____
22. Standard Joints

DY R N/A

)y Switch Plates

Y R N/A

24, Adjustable Braces

© Y R N/A

Remarks on Page 3

25. Non-Adjystable
SY /

Switch Rods

26. Front Rod
® v R Ny/A

27. #1 Rod (Basket Rod)
Qv R N/A

28. #2 Rod
@ Y R N/A

29. #3 Rod

SYR

30. #4 Rod

S YR
31. Closure Rai

O Y R N/A

32. Surface Rail
Y R N/A
Using a 62" Cord
S=Up to 1” Max allowed Speed
Y=1"to %" Max allowed 1 1/2 “ 40 MPH
R=11/2"TO %" 12 MPH Greater than 1 %” Out
of Service
33. Head Block Ties
@v =R
34, Switch Adjustment
Yes| M
35, Lubrication
0K
36. Switch Target/ Lamps
OK  Missing
37. Latches

@ Missing N/A

Missing N/A
39. General Condition
Qv R
40. Insulated Joints
@ Y R



Frog Inspection Report/ Semi- Annual

Mainline 1 2 @ wo# 293 6700
_ate Ge~-30-17 Inspection Crew [ 3@15_{_5_ YANT
1. Location: ;

2. Switch ID# 2|

3. Facing Y4 Trailing Flagman

44, Frog Tread N Y R
R Y R

45. Frog Number #__{p

46. Frog Point Condition

©v r
47. Condition of Frog

Q@ v R
48. Surface of Frog

Y R

49. Throatin Inches 3 %
50. Flangeway Depth 1 %

Flangeway Depth must not be less than 1/2

"

Rage
L. Main Track SL }'z_
52. Turnout Track sL i

Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage N % % R Si-F N/A
Guard Rail Gage must be less than 54 3/8”
54. Backtoback N _S2 % RS 9 N/A
Back to Back must be less than 53 1/8”
55. Condition
@ Y R
56. Location of Guard Rail ( Relation to Point)

9 Y R
Guard Rail Clamps
57. Main Track
Y R N/A
58. Turnout Track
Qv r N/A

Class 1 Gage 56" to 57 %"
More than 57 1/2 “ Out of Service

ss 3 Gage 56" to 57"
iviore than 57” to 57 4” downgrade to

Class 2 and getsa Y

Remarks on page 3

Turnout Ties

59.

Conditions
Y R

60. Rail Movement
Y R

Tie Plates
61. Lead
Y R
62. Guard Rail Flangeway

63.

vy RN_I1Ya rI1Ye
Guard Rail Flangeway cannot be less 1 %"
Guard Rail Plates

(S) Y R
OGP|at°S
@ Y

65. Loose () N/A
66. Missing o __N/A
Rivets
67. Loose ® N/A
638. Missing Ps) N/A
69. Nuts Missing o N/A
70. Cotter Pins Missing 2 N/A
71. Washer Broken_ Missing__
72. Hold Down Devices

€ Y R N/A
73. Spring Housing

S Y R
74. Derails

75.

76.

s v RE@R
Maximum difference in any 31”7 in Cross Level on
the siding from the Frog Point to 50" beyond last
long tie

Difference
Condition of Line thru entire turnout

&Y R



Remarks

Switch # : 2 Date 6=30-17 WO # 14930700

Lenavks 1w SwiereH

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: Date:




Switch Inspection Report/ Semi- Annual

Mainline 1 2 (;Yarci )

WO# L9370

vate_ (p=30-11 InspectionCre@ﬁL&J&L&&Ynm‘

1. Location:
2. Switch ID# GW’{ 2.0
3. Facing X Trailing Flagman
Rail Points 25. Non-Adjustable
4. PointtoPoint 8\ '/] SYP@
5. Point Condition
@ Y R Switch Rods
6. Point Throw Nothing less than 4” or greater than 26. Front Rod
5” Min 3 % “on house top point protector @Y RN/A
N 4 R 4'A 27. #1 Rod (Basket Rod)
7. Point opening g Y R N/A
8. Fit ®Y R N/A
9. General Condition of the points S YR
OVR 30. #4 Rod
SY | /A
Gage 31. Closure Rail
10. HeelofS'\Nltch . @Y R N/A
a. Main St ‘1 32. Surface Rail

J b. Turnout S Yy
11. Gage ahead of Bend_ 56 Vi
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in inches

a. Main k‘lw
b. Turnout Y4

Stock Rail
13. Bend =S
14, Condition=$

Bolts

15. Loose [e) N/A
16. Missing. = N/A

Rivets
17. Loose o) N/A
18. Missing o N/A
19. Cotter Pins Missing a  N/A
20. Jam Nuts Loose o N/A
21. Washers @ Broken Missing
22. Standard Joints

@Y R N/A

| Switch Plates

® Y R N/A
24, Adjustable Braces

@Y R N/A

Remarks on Page 3

(9 Y R N/A

Using a 62" Cord
S= Up to 1" Max allowed Speed
Y=1"to ¥’ Max allowed 1 1/2 “ 40 MPH
R=11/2" TO %" 12 MPH Greater than 1 %” Out
of Service

33. Head Block Ties

By R
34, Switch Adjustment

Yes @

35. Lubrication

ok @
36. Switch Target/ Lamps

0K Missing
37. Latches

(Qp Missing N/A
38. Locks

Missing N/A

39. General Condition

&Y R

40, Insulated Joints

G YR



Frog Inspection Report/ Semi- Annual

Mainline 1 2 @
—dte_ (p~30 - 11 Inspect|onCrew’%_SC,

_ WO#_ 1493¢190
HISLEpR W) BRYANT

1. Location:
2. Switch ID# Lo
3. Facing ha Trailing

Flagman

44. Frog Tread N Y R
R Y R

45. Frog Number & (e
46. Frog Point Condition

®v R
47. Condition of Frog
Y R
48. Surface of Frog
® v R :
49. Throat in Inches_?&
50. Flangeway Depth 2.

Flangeway Depth must not be less than 1/2

"

Gage .
L. Main Track St A

52. Turnout Track SL 74;.

Gage must not be less than 56” for any Class

Guard Rails

53. Guard Rail Gage N_S% ?@R s 3 % N/A
Guard Rail Gage must be less than 54 3/8”

54. Backtoback N_¥2 SR SL ¥ N/A
Back to Back must be less than 53 1/8”

55. Condition

© YR

56. Location of Guard Rail ( Relation to Paint)
©vr

Guard Rail Clamps

57. Main Track
Qv r N/A

58. Turnout Track

©vr N/A

Class 1 Gage 56” to 57 %"
More than 57 1/2 “ Out of Service

ss 3 Gage 56" to 57"
v..are than 57” to 57 %" downgrade to

Class 2 and getsa Y

Remarks on page 3

Turnout Ties
59. Conditions

® v R

60. Rail Movement
® Yy R

Tie Plates

61. Lead
oY R

62. Guard Rail Flangeu,af -
Qv an_l "r 1%
Guard Rail Flangeway cannot ba less 1 %"
63. Guard Rail Plates

g
64,(550g Plates

Y R
Bolts
65. Loose o N/A
66. Missing o N/A
Rivets
67. Loose o N/A
68. Missing o N/A

69. Nuts Missing__* o  N/A

70. Cotter Pins Missing D N/A

71. Washer Broken Missing
72. Hold Down Devices

O Y R NA

73. Spring Housing

S Y R
74. Derails
S Y R

75. Maximum difference in any 31" in Cross Level on
the siding from the Frog Point to 50" beyond last
long tie

@ Difference

76. Condition of Line thru entire turnout

@YR



Remarks

Q\svitch# - 10 Date ¢(-30-17 WO# 293 L7990

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: Date:




Switch Inspection Report/ Semi- Annual

Mainline 1 2 WO 293 LRTY
]
cate_@ =30~ Inspection Crew [ SCHISLER l.g! ﬁg#g ANT
1. Location:
2. Switch ID# Gwy 1%
3. Facing X Trailing Flagman
Rail Points 25. Non-Adjustable
B . 15y
4. PointtoPoint___ SV 4y, S Y RIS
5. Point Condition
@ Y R Switch Rods
26. Front Rod

6. Point Throw Nothing less than 4” or greater than

5" Min 3 % “on house top point protector Y R N/A
N A%, R 4 'Y 27.#1 Rod (Basket Rod)
7. Point opening Y R N/A
N 4% R 4 ¥g, 28. %2 Rod
8. FEit @ Y R N/A
@\( R 29. #3 Rod
9. General Condition of the points 5 YR
@\( R . 30. #4 Rod
S YR A
Gage 31. Closure Rail
10. Heel of Switch : Y R N/A
a. Main o Y 32. Surface Rail
) b. Turnout sL. 4 ®v R N/A
11. Gage ahead of Bend Iu'n Using a 62" Cord
Must not be less than 56" or mare than 57” for “S” S=Upto 1" Max allowed Speed
12. Heel Spread in Inches Y=1"to 4" Max allowed 1 1/2 “ 40 MPH
a. Main b/ R=11/2" TO %” 12 MPH Greater than 1 %” Out
b. Turnout G Y of Service
33. Head Block Ties
Stock Rail @ Y R
13. Bend= 3 34. Switch Adjustment
14. Condition~S Yes /FI0)
35. Lubrication
Bolts 0K
12 k/cl)iizieng—i___'\lj\l//é\ 36. Switch Target/ Lamps
— - - OK  Missing
Rivets 37. Latches
17. Loose ° N/A @ Missing______N/A
18. Missing___ @ N/A 38. Locks
19. Cotter Pins Missing o) N/A @ Missing_____ N/A
20. Jam Nuts Loose o N/A 39. General Condition
21. Washers @ Broken Missing Y R
22 Standard Joints 40. Insulated Joints

@Y R N/A By r
. Switch Plates

(DY R N/A
24, Adjustable Braces

Qv R N/A

Remarks on Page 3



Frog Inspection Report/ Semi- Annual

Qara)

Mainline 1 2

WO#

2936979

~ate o -30 - 19

1. Location:
2. Switch ID# 1]

3. Facing X Trailing

R Y R
45, Frog Number#__ {2
46. Frog Point Condition
Y R
47. Condition of Frog
Y R
48. Surface of Frog
O v R
49. Throatin Inches 3 3/6
50. Flangeway Depth T
Flangeway Depth must not be less than 1/2

44. Frog Tread N g Y R

2]

GGage N
1. Main Track SL’[&
52. Turnout Track <L 4

Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage N $9 B RS4 3 N/A
Guard Rail Gage must be less than 54 3/8”
54. Backtoback NSz ¥arS: Vg n/A
Back to Back must be less than 53 1/8”
55. Condition
®vr
56C§3cation of Guard Rail ( Relation to Point)
Y R

Guard Rail Clamps
57. Main Track

Y R N/A
58. Turnout Track
©vr N/A

Class 1 Gage 56" to 57 %"
More than 57 1/2 “ Qut of Service

55 3 Gage 56" to 57"
...ore than 57” to 57 %4” downgrade to

Class 2 and getsa Y

Remarks on page 3

Flagman

Inspection Crewm LA_[ BRYANT

Turnout Ties

59.

Conditions

© v R

60.

Rail Movement

@YR

Tie Plates
61. Lead
s) Y R
62. Guard Rail Flangeway

63.

64.

vy rRN_17 R

| 7/3
Guard Rail Flangeway cannot be less 1 12"
Guard Rail Plates

Y R
Frog Plates

A v R

Bolts

65. Loose 0 N/A

66. Missing 0 N/A
Rivets

67. Loose 9] N/A
63. Missing (-] N/A
69. Nuts Missing o N/A
70. Cotter Pins Missing o N/A
71. \/Vasherroken Missing

72.

73.

74,

75.

Hold Down Devices
Y R N/A
Spring Housing

SYR

Derails

S Y R g:; b}
Maximum difference in any 31" in Cross Level on
the siding from the Frog Point to 50” beyond last

long tie
li}b Difference
76. Condition of Line thru entire turnout

Y R



Remarks

A%witch # : /1 Date G-30-{7 WO H__ L936@T%

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
AH rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: Date:




Switch Inspection Report/ Semi- Annual

Mainline 1 2 m

WO#Qq3@?7'—7

e ——
vate_ (o=330—=1"] _ Inspection Crew | So HISLER. le BE.)@L]T—__—__

1. Location: ( \ Lc/' \L
2. SwitchiD# | ¥

3. Facing X Trailing

Flagman

Rail Points

4. Point to Point 51 1/2

5. Point Condition

VY R

6. Point Throw Nothing less than 4” or greater than

5” Min 3 % “on house top point protector
Y 4%

7. Point opening
N 4% r__ 4N

8. Fit

OvRr

g{neral Condition of the points
R

.

Gage
10. Hee!l of Switch

a. Main SL b

b. Turnout S6 e
11. Gage ahead of Bend__ $¢ /A~
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches

a. Main Q‘/ﬂf

b. Turnout__ {, 44

Stock Raii
13. Bend = S
14. Condition =

Bolts
15. Loose o N/A

16. Missing 0 N/A

Rivets
17. Loose o N/A
18. Missing o N/A
19. Cotter Pins Missing ©  N/A
20. Jam Nuts Loogse o© N/A
21. Washers (QK.J Broken__ Missing_
22. Standard Joints

@y R N/A

. Switch Plates

(DY R N/A
24, Adjustable Braces

QY R N/A

Remarks on Page 3

25. Non-Adjustable
SYR

Switch Rods

26. Front Rod
@Y R N/A

27. #1 Rod (Basket Rod)
@ Y R N/A

28. #2 Rod
€Y R N/A

29. #3 Rod

30. #4 Rod

S YR
31. Closure Rail

Y R N/A

32. Surface Rail
(DY R N/A
Using a 62" Cord
S=Up to 1” Max allowed Speed
Y= 1" to %" Max allowed 11/2 “ 40 MPH
R=11/2"TO %" 12 MPH Greater than 1 %” Out
of Service
33, Head Block Ties
©v R
34, Switch Adjustment
Yes
35. Lubrication
0K
36. Switch Target/ Lamps
OK  Missing
37. Latches
@ Missing N/A
38. Locks
Missing N/A
39. General Condition
Y R
40. Insulated Joints

@YR



Frog Inspection Report/ Semi- Annual

Mainline il 2 ard
3

WOt 293677

vate_Gp—=30=f7 _Inspection Crew_|__TCMISLEPR LQ BE‘L&LLT_—

1. Location:
2. Switch ID# 3=
3. Facing X Trailing

Flagman

44. FrogTread N ) Y R
R YR
45. Frog Number# %
46. Frog Point Condition
VYR
47. Condition of Frog
Y R
48. Surface of Frog
) Y R
49, Throatin Inches 3 g
50. Flangeway Depth -
Flangeway Depth must not be less than 1/2

”

~age
L. Main Track S 3/%
52. Turnout Track KA

Gage must not be less than 56” for any Class

Guard Rails 9
53. Guard Rail Gage N S % ;’8 RDY 49 N/A
Guard Rail Gage must be less than 54 3/8”
54. Backtoback N_SZ Y%eRS2 W N/A
Back to Back must be less than 53 1/8”
55. Condition
QYR
56C53cation of Guard Rail { Relation to Point)
Y R

Guard Rail Clamps
57. Main Track

@V R N/A
58. Turnout Track
Y R N/A

Class 1 Gage 56" to 57 %"
More than 57 1/2 “ Qut of Service

jss 3 Gage 56" to 57"
tviore than 57” to 57 %4” downgrade to

Class 2and getsay

Remarks on page 3

Turnout Ties
59. Conditions
Y R
60. Rail Movement

® Yy Rr

Tie Plates
61. Lead
Y R
62. Guard Rail Flangeway 5
©v ’RN_17%g r 178
Guard Rail Flangeway cannot be less 1 4”
63. Guard Rail Plates
® v R

64. Frog Plates

® v R

Bolts

65. Loose © N/A
66. Missing o N/A
Rivets

67. Loose 0] N/A
68. Missing (@] MN/A

69. Nuts Missing o) N/A

70. Cotter Pins Missing _ © N/A

71. WasherBroken Missing__
72. Hold Down Devices

'® Y R N/A

73. Spring Housin
SV A

74. Derails

S Y R
75. Maximum difference in any 31" in Cross Level on

the siding from the Frog Point to 50" beyond last
long tie
Difference
76. Condition of Line thru entire turnout
Y R



Remarks

“yitch # ; 1% Date ©-30-171 wot 193 2

LEAVES 10 TRDwT RREA — MEen 7 Blow 07

BoSTTGA TiMBELS -
2L-’

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: Date:




Switch Inspection Report/ Semi- Annual

Mainline 1 2 @

wos X 9 5 Lt ¢ 3

i
dte (o~ 30=17 Inspection Crew | ScASLER. U ] BE.iﬂM[

\ .
1. Location: \

Flagman

2. Switch ID# __|*]
3. Facing X Trailing
Rail Points

4. Point to Point S22

5. Point Condition

sSORr

6. Point Throw Nothing less than 4” or greater than

5” Min 3% “on house top point protector
N A O

7. Point opening '
N 4A R 4 '

8. Fit
QYR
9. General Condition of the points
Qvr
Gage
10. Heel of Switch
a. Main St Sh,

L b. Turnout S U
11. Gage ahead of Bend S‘gq/;},
Must not be less than 56” or more than 57 for “S”
12. Heel Spread in Inches
a. Main Y

b. Turnout G%

Stock Rail
13. Bend =S
14. Condition=S

Bolts
15. Loose fo) N/A
16. Missing a N/A

Rivets
17. Loose o N/A
18. Missing o N/A
19. Cotter Pins Missing o N/A
20. Jam Nuts Loose o N/A
21. Washers Broken__ Missing__
22. Standard Joints
@Y R N/A

. Switch Plates

‘Y R N/A
24. Adjustable Braces

@Y R N/A

Remarks on Page 3

25. Non-Adjustable

SYREAD

Switch Rods

26. Front Rod
QY R N/A
27. #1 Rod (Basket Rod)
©Y R N/A
28. #2 Rod
Y R N/A
29. #3 Rod
S YR
30. #4 Rod

S Y R@
31. Closure Ral

@Y R N/A

32. Surface Rail
(DY R N/A
Using a 62" Cord
S= Up to 1" Max allowed Speed
Y=1"to ¥ Max allowed 1 1/2 “ 40 MPH
R=11/2"TO %” 12 MPH Greater than 1 %" Qut
of Service
33. Head Block Ties
®v R
34. Switch Adjustment
Yes@
35. Lubrication
ox
36. Switch Target/ Lamps
0K Missing
37. Latches
0 Missing N/A
38. Locks
Missing N/A
39. General Condition
Y R
40. Insulated Joints

@YR



Frog Inspection Report/ Semi- Annual

Mainline 1 2 Yard

WO# _1L.9% %03

_ate (p- 20-17 Inspection Crew

1. Location:
2. Switch ID# 17
3. Facing X Trailing

44. Frog Tread N 8 Y R
R Y R

45, Frog Number #_ (e
46. Frog Point Condition

®vYR

47. Condition of Frog
© vy R
48. Surface of Frog
Y R
49. Throat in Inches ?5' /=Y

50. Flangeway Depth y
Flangeway Depth must not be less than 1/2

”

Gage |
. Main Track SL /4

52. Turnout Track St @

Gage must not be less than 56" for any Class

Guard Rails 3 5

53. Guard Rail GageN_ 59 %R S¥ 74 N/A
Guard Rail Gage must be;ess than 54 3/8”

54. Backtoback N_S2 R Sz F N/A
Back to Back must be less than 53 1/8"

55. Condition

@Y R

56. Location of Guard Rail ( Relation to Point)
Q"

Guard Rail Clamps
57. Main Track

Oy R N/A
58. Turnout Track
@ v R N/A

Class 1 Gage 56" to 57 %"
More than 57 1/2 “ Out of Service

'ss 3 Gage 56" t0 57"
...ore than 57” to 57 4" downgrade to

Class 2 and getsa Y

Remarks on page 3

Flagman

Turnout Ties

59. Conditions

® v R
60. Rail Movement
D v R
Tie Plates
61. Lead
Y R

62. Guard Rail Flangeway -
/a
v RN 1% r 1™
Guard Rail Flangeway cannot be less 1 1"
63. Guard Rail Plates

Y R
64. Frog Plates

Y R
Bolts
65. Loose © N/A
66. Missing (o] N/A
Rivets
67. Loose o N/A
68. Missing 2] N/A

69. Nuts Missing o N/A

70. Cotter Pins Missing __ ©  N/A

71. Washers@Broken Missing__
72. Hold Down Devices

® Y R NA
73. Spring Housing

74. Derails
S Y R @

75. Maximum difference in any 31” in Cross Level on
the siding from the Frog Point to 50” beyond last
long tie

Difference
76. Condition of Line thru entire turnout

@YR



Remarks

Switch # : {7 Date p-36-t7 _WO# 193 (LR.0O3

RU Ste. Powr Tep STRuCI

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention ﬁ
Reviewed by: - ’%UV'W Date:



Switch Inspection Report/ Semi- Annual

Mainline 1 2

wor 293 7 /O

( Yard )

vdte_(-30-11

1. Location: L‘J g
2. switchip# [ &

3. Facing X

Trailing

Inspection Crew ' SCﬂLS{ cp ui EEIZ\!&KYT

Flagman

Rail Points

4. PointtoPoint <1l Ve

5. Point Condition
Ov R
6. Point Throw Nothing less than 4” or greater than
5” Min 3 % “on house top point protector
N A4V R AY
7. Point opening
N 4¥¢ R 4%

Fit
Qrr
9. General Condition of the points
@R

8.

Gage
10. Heel of Switch -
a. Main ¢ ﬂ,\.

} b. Turnout SL 3@
11. Gage ahead of Bend___ S6 %%
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches

a. Main o M4
b. Turnout © Yy

Stock Rail
13. Bend = S
14. Condition =3

Bolts
15. Loose o N/A
16. Missing_ © N/A
Rivets

17. Loose o N/A
18. Missing o N/A
19. Cotter Pins Missing o N/A

20. Jam Nuts Loose o N/A
21. Washers @ Broken__ Missing_
22. Standard Joints
Y R N/A
. Switch Plates

®Y R N/A
24, Adjustable Braces
@ Y R N/A
Remarks on Page 3
l

25. Non-Adjustable
SY N/

Switch Rods
26. Front Rod
Y R N/A
27. #1 Rod (Basket Rod)
Y R N/A
28. #2 Rod
(DY R N/A
29. #3 Rod
S Y RMN/A
30. #4 Rod
SYR
31. Closure Rail
®Y R N/A
32. Surface Rail
Y R N/A
Usinga 62" Cord
S=Upto 1" Max allowed Speed
Y=1"to ¥%” Max allowed 1 1/2 “ 40 MPH
R=11/2"TO %” 12 MPH Greater than 1 %” Out
of Service
33. Head Block Ties
VY R
34, Switch Adjustment
Yes
35. Lubrication

36. Switc rget/ Lamps
OK Missing

Missing N/A
@ Missing N/A

39. General Condition
5) Y R

40. Insulated Joints
QY R



Frog Inspection Report/ Semi- Annual

Mainline 1 2 ard

WO# 193 (110

vate Co=20-11 lnspectionCrevVT"SCHlSLE,E

W _Beyantr

1. Location:
2. Switch |D# e
3. Facing X Trailing

Flagman

44. Frog Tread N @ Y R
Y R

R Q@
45. Frog Number #_¢a
46. Frog Point Condition

S Y R

47. Condition of Frog

®@ v R

48. Surface of Frog
® vy R '
49. Throatin Inches B Y14
50. Flangeway Depth p
Flangeway Depth must not be less than 1/2

i

Sage
1. Main Track o '!5
52. Turnout Track St 74
Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage N_SY :QR Sy 5; N/A
Guard Rail Gage must be less than 54 3/8”
54. Backtoback N_S2 ?ZQR 53 " nN/A
Back to Back must be less than 53 1/8”
55. Condition
QY R

56. Location of Guard Rail { Relation to Point)

®v R

Guard Rail Clamps
57. Main Track

@ Y R N/A
58.§|rnoutTrack
Y R N/A

Class 1 Gage 56" to 57 4"
More than 57 1/2 “ Out of Service

55 3 Gage 56" to 57”
wiore than 57” to 57 4” downgrade to

Class 2 and getsa Y

Remarks on page 3

Turnout Ties
59. Conditions

® v r

60. Rail Movement

® v wr

Tie Plates
61. Lead

©v R

62. Guard Rail Flangeway
Y ) %

@y rRN_1Ya R VA

Guard Rail Flangeway cannot be less 1 %"
63. Guard Rail Plates

© v &
64. Frog Plates

QY R
Bolts
65. Loose 2] N/A
66. Missing o N/A
Rivets
67. Loose 0 N/A
68. Missing ° N/A

69. Nuts Missing p)) N/A
70. Cotter Pins Missing e N/A

71. Washerroken Missing_
72. Hold Down Devices
® Y R NA
73. Spring Housing
S Y R
74, Derails

S Y R <:ﬂ;}

75. Maximum dTfference in any 31”7 in Cross Level on
the siding from the Frog Point to 50" beyond last
long tie

@ Difference _
76. Condition of Line thru entire turnout



Remarks

Switch # : 1 pate@=30-17 Wo# 2936710

Lo New DEFLTS

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: Date:




Switch inspection Report/ Semi- Annual

Mainline 2 ( Yard)

wor 293 7 0%

vate_(p = 3o Inspection Crew ] :hﬁlﬁ\ﬁMM

1. Location: -
2. Switch ID#

3. Facing X Trailing

Flagman

Rail Points
4. Point to Point 5 e
5. Point Condition

®vy R

6. Point Throw Nothing less than 4” or greater than

5” Min 3 % “on house top point protector
N 4¥ R A%y
7. Point opening

N S R £

8. Fit
SOR
9. General Condition of the points
@Y R
Gage
10. Heel of Switch
a. Main 56 /v

) b. Turnout Sbszo

11. Gage ahead of Bend___ S6Y5
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches
a. Main__ ©Y4

b. Turnout bvﬁ

Stock Rail
13. Bend =S
14. Condition =S

Bolts
15. Loose 0 N/A
16. Missing 0 N/A
Rivets

17. Loose o N/A
18. Missing o N/A
19. Cotter Pins Missing 0 N/A
20. Jam Nuts Loose o N/A
21. Washers Broken__ Missing__
22. Standard Joints
Y R N/A

Switch Plates

@y R N/A
24, Adjustable Braces

6y r na

Remarks on Page 3

25. Non-Adjustable

SYI@

Switch Rods
26. Front Rod
Y R N/A
27. #1 Rod (Basket Rod)
OYR N/A
28. #2 Rod
Y R N/A
29. #3 Rod
S YR
30. #4 Rod
s Y RQ/A
31. Closure Rail
®VY R N/A
32. Surface Rail
@G vy R N/A
Using a 62" Cord
S=Up to 1” Max allowed Speed
Y=1"to %" Max allowed 11/2 “ 40 MPH
R=11/2"TO %" 12 MPH Greater than 1 %" Out
of Service
33. Head Block Ties
vy R
34. Switch Adjustment
Yes
35. Lubrication
OK
36. Switch Target/ Lamps
OK Missing
37. Latches

@ Missing N/A
38. Tocks

Missing N/A
39. General Condition

@ Y R
40. Insulated Joints

@YR



